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PLANS MUST BE APPROVED BY AND SIGNED BY THE ARCHITECT.

PLANS OR RE-USE OF THESE

GENERAL / ADULT MOUNTING HEIGHTS

COPYRIGHT @201 1 PAUL STRESING ASSOC.
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IF TV MUST MUST BE KNEE_CLEARANCE REQUIREMENTS AT SINK: MIN 30" WIDE EMERGENCY BATTERY
" ,NST\Z,_LED LOWER - GENERAL MOUNTING HEIGHTS x 24" HIGH x [9" DEEP EXCEPTION: CHILDREN 6-I2 YEARS BACK-UP LIGHT
- T T T T 7 | CONSULT W/ARCH PRIOR OLD SHALL BE PERMITTED TO HAVE KNEE CLEARANCE OF
= AV SCREEN — | 50 NSTALLATION NOTE: CONSULT ¢ CONFIRM MOUNTING HEIGHTS WITH 24" INSTEAD OF 27" PROVIDING TOP OF WORK SURFACE @@ FIRE ALARM
§ : : OWNER PRIOR TO EQUIPMENT INSTALLATION OR SINK RIM DO NOT EXCEED 3[" AFF S W/STROBE P P I_ I C B L E CO D E S & ST N D R DS
ADA COMPLIANT ROOM A A A A
x — ¥ #NOTE: ELEC, CONTRACTOR TO REFER TO & —r IDENTIFICATION SIGNAGE ||
a} H/C TILT : \
= MARKERBOARD/ TV MTG p MIRROR CASEWORK PLAN & LOCATE RECEPTACLES (W/BRAILLE) N
o TACKBOARD BRACKET | |2, GRAB BAR (TYP BEHIND WC) ABOVE BACKSPLASH, EXCEPT AT N
§ 42" GRAB BAR (TYP AT SIDE OF WC) KNEESPACE WHERE GROMMETS WILL BE WATER COOLER - FIRE AN STATE REQUIREMENTS INCORPORATE THE FOLLOWING CODES TO WHICH THIS PROJECT AND ALL FACILITIES MUST CONFORM:
2 “F TANK OR FLUSH VALVE PREVENTS LECTRIC CUT INTO COUNTERTOP UNIT TO BE ADA FIRE ALARM PULL g EXTINGUISHER
CONSULT ¢ CONFIRM INSTALLATION AT HT SHOWN, INSTALL HAND DRYER ' = s
B | [MTG HTS W/OWNER ¢ AS CLOSE AS POSSIBLE TO HT W/O PAPER TOWEL / APPROVED STYLE WASTE THERMOSTAT, ¢ = =5 . COIN OPERATED A, FLORIDA BUILDING CODE, 2007 (OR LATEST EDITION)
g L
9| |ARCH PRIOR TO - OBSTRUCTING PLUVBING DISPENSER / ¢ DESIGN RECEPTACLE LIGHT SNITCH ¢ eerpical. S S ~ TELEPHONE B. STANDARD PLUMBING CODE, 2007 (OR LATEST EDITION)
% | [INSTALLATION 2 ’ B/REFLECTIVE ‘ﬁ'} RESTROOM 7 o Y@ RecPTALE T z3 —~ C. NATIONAL ELECTRICAL CODE, 2007 (OR LATEST EDITION)
< = - SHELF R A = Sw D. STANDARD MECHANICAL CODE, 2007 (OR LATEST EDITION)
)>_ z TER . | SURFACE I —_ E — — = B o = . o — E. STANDARD GAS CODE, 2007 (OR LATEST EDITION)
= R CLOSET - w CONCEAL VANITY = g = & —~ > > S| =2 & F. FLORIDA FIRE PREVENTION CODE, 2007 (OR LATEST EDITION)
D T GRAB BAR TOLET & PIPING W/PVC { S == S| 2 & ~ X < x| F ] fre} G. NFPA LIFE SAFETY CODE, 2009 (OR MOST RECENT REVISION), NAPA 0l AND OTHER NFPA CODES AS APPLICABLE.
= - - PAPER = SKIRT S fre] E13 . re] N = - A 0 X H, ANSI All7 SPECIFICATIONS FOR MAKING BUILDING AND FACILITIES ACCESSIBLE TO AND USEABLE BY PHYSICALLY
o ] = T | % % N - |9 2 = |5 R = ’é w© =2 HANDICAPPED PEOPLE, 1993 (OR LATEST EDITION),
() - [aa) RN V| - - \ CONCEAL = [ = - - / = 1
s ' < _@ 2™ | % 4 ; ® <1 PiPING W/PVC E IR E E = - : = s / 2
s N ~ g - = ~| > LAVATORY - |32 \U/ ~ SKIRT z = =3 = 2 > =g E X , 5
s x ) - 2| INSULATE HiW o I G i I T <. g <
= = ™ = = |in ro = |m N~ S o S 4
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TYPES NOTES:
L ]
T o B o car s e
NEEDED TO ACCOMMODATE THE PROPOSED /4" ROUNDED EDGES (TYP [, PROVIDE ALL FLORIDA PRODUCT CERTIFICATIONS FOR
MTL BLDG srgc PROVIDE ANT & AL - SET NAILS, FILL HOLES ¢ EXTERIOR CLADDING & ITEMS EXPOSED TO THE ENVIRONMENT
. SAND SMOOTH BEFORE A5 REQ'D BY THE LATEST EDITION OF THE FLORIDA
' MODIFICATI | ,
1 ; ‘ ZgggEggia'NgFCAT o AR ; PAINTING COLOR PER ARCH) 2 Eglo%Ni Col[\l)géESSARY ORK W/ INTERFACING TRADES
. LL WORK W/ | |
/ // / // / CONT 2X4 TOP TOP OF WA // INCLUDING BUT NOT LIMITED TO, MECH PENETRATIONS, '
7S | // [ | : 5 PLATE 0 LL $ : DOORS ¢ INTERIOR VIEW WINDOWS, SUBCONTRACTORS TO
|| b~ NTERioR WAL I R I P TR T FULL SOUND —H 45/8" IMPACT RESISTANT i . . 610" AFF 4—5/8" IMPACT FAMILIARIZE THEMSELVES W/ THE INTENT OF THE WORK, IF
S FINISH MAY VARY SN MAY VARY - SEE BATT : | GYP. BRD FROM FINISH FULL S0UND BATT —) | 2x4 WooD STUD N : | ResisTANT A FIRE RATING ITEM IS OVERLOOKED OR AN ACCESS PANEL
BASE BID - 8'—~ |.7 /- RS INSULATION - [ )| FLOOR UP TO 4'-0" AFF : 1 FRAMNG @ [6" oC MAX : : GYP, BRD, 15 REQ'D TO GAIN ACCESS TO THE BUILDING'S UTILITIES
DASE BID ke (SEE ROOM FINISH (A FINISH SCHEDULE 1 : INSULATION IN CONT | X 2 APRON !
chu W w | CerEDIe) o T OWNER MAY | | AnD sTANDARD /6" NSULATION N | (covtRACTOR HAS o (5t N CONT SEALANT . W/ LEVEL 4 THEN THE SUBCONTRACTOR WHO 1S EXPECTED TO BE AN
Dl s e o et A - NI | SO | Rt 10 oD PG orrt To i 35 o vsnp [I o ff (77 o0 G- DA R TP LG W i 0 Cots o
SCORE (PAINT B RN TR . i - IDE LEVEL MTL STUD FRAMING @ ' " '
COLOR PER ARCH) A INSULATION A AREAS NOT 1 | 4 FnisH g‘éﬁngE OLUMN 6" 0. MAX) srooms Gngfong ~‘\2’ 8P 'ESSCT /RE??A"‘” (CONTRACTOR HAS FULL COMPLIANCE W/ ALL APPLICABLE CODES INCLUDING ANY
ADD ALT - S W/ VAPOR | RN SENSITIVE TO |1 g TP, BRD W/ LEVEL OPTION TO USE 6" MTL ¢ ALL MISC INCIDENTALS FOR A COMPLETE INSTALLATION OF
STUCCO FINISH LAY BARRIER BY | RN SOUND FLANKING | A—2x4 WOOD STUD nglégom FIN. : PER ARCH) FINISH (ZAINT COLOR STUD FRAMING @ [6" THEIR WORK.
SYSTEM (COLOR L A HORIZ MAS REINF ﬂXhUFBLDG‘ " JATHORIZ MAS REINF ggleTEéAcmR 10 ] | FRAMING @ [6" OC MAX ) "™ VENEER BASE | PERARC ) 0.C. MAX, (TYP.) - 20 FULL SOUND 3. ALL INTERIOR AND EXTERIOR MASONRY JOINTS TO BE
PER ARCH - SEE LT @ 16" 0.C. VERT . @ 6" 0.C. VERT el 1 (CONTRACTOR HAS 1  PLASTER 5Y5, i GA. FOR NON-LOAD BATT INSUL. RAKED ¢ TOOLED 3/8",
SPECS) R T ONNER i | oPTioN TO USE 3 578" ON | LAYER 5/8" “T[ ™ 24 WooD STUD BEARING, l6 GA, FOR 4, ALL MASONRY HEAD ¢ BED MORTAR JOINTS TO BE
ADD ALT - it e} VERTICAL REINF —— VERTICAL REINF IN ~ | MTL STUD FRAMING @ TYPE "x* FRAMING @ l6" OC MAX LOAD BEARING) CONSISTENT IN SIZE ¢ DEPTH, CONTRACTOR TO CHECK THEM
SPLITFACE BLOCK e IN CONC FILLED CONC FILLED CELLS F;,Rlof TS | | 16" oc. MAX. (TYP.) - SHEETROCK EA. (CONTRACTOR HAS : DAILY ¢ IF NECESSARY HAVE THEM REPAIRED OR REPLACED,
UP TO 48" HIGH AR CELLS CONT EXTERIOR — ™= CONT FROM FOOTING 'SESET RLrl{ Llrousn- . -] 20 GA, FOR NON-LOAD SIDE W/ LEVEL 4 OPTION TO USE 3 5/8" . 5, DAMAGED MASONRY UNITS TO BE USED ONLY IN MECH,
EXCEPT @ kle s FROM FOOTING MTL PANEL TO TIE BEAM - SEE : . -] BEARING, l6 GA. FOR FIN, ¢ PAINT MTL STUD FRAMING @ . ELECT OR STORAGE ROOMS
UMPIRES' BUNK ¢ T TO TIE BEAM - BY MTL STRUCT SCHED. FOR | 1 LoaD BEARING) l6* 0.C. MAX. (TYP.) - : 6. ALL INTERIOR WALL MASONRY OUTSIDE CORNERS AT
urpiRes' sowerad bt ] | see sTRucT BLDG LOCATIONS / 20 GA. FOR NON-LOAD / UMPIRES' SHOWERS BUILDING ARE TO BE RADIUSED.
BUILDING '/ MANUF. BEARING, l6 GA. FOR 7. DO NOT LOCATE ELECTRICAL DEVICES BACK TO BACK,
LOAD BEARING) gHEREVER POSSIBLE INSULATE BACKSIDE OF ALL WALL
OXES.
8, PROVIDE MOISTURE RESISTANT BACKERBOARD AT ALL
FRAMED CERAMIC TILE WALL AREAS (SEE ROOM FINISH
WALL TYPE | WALL TYPE ) WALL TYPE 3 WALL TYPE s WALL TYPE : WALL TYPE 6 WALL TYPE 7 SCHEDULES AND INTERIOR ELEVATIONS).
9, CONTRACTOR TO INSTALL WOOD BLOCKING AS REQ'D AT ALL
(EXTERIOR WALL) (EXTERIOR WALL) (INTERIOR WALL) (INTERIOR WALL) (INTERIOR WALL) (INTERIOR WALL) (INTERIOR WALL) CEILING ¢ WALL MOUNTED EQUIPMENT INCLUDING BUT NOT
(T HR. FIRE RATED INTERIOR (ALTERNATE - SEE SPECS) #‘(‘;]:_TEETDPLOP E.I-ROIEISIIESEF-’I-E:EQQFJSITlgxPFI;I!R—A?ngEEID(I;SR:EBNSBEARRSS'
WALL - UL. No. U305) SOAP DISPENSERS, ETC., FOR A COMPLETE AND SECURED
INSTALLATION,
ABBREVIATIONS LEGEND SYMBOLS LEGEND — GENERAL NOTES MINIMUM H/C TOILET ROOM REQUIREMENTS
AB ANCHOR BOLT EQUIP.  EQUIPMENT MACH. MACHINE SA SUPPLY AIR DIRECTION OF GENERAL: . ALL WORK # IMPROVEMENTS ARE CONFINED TO THE AREAS ILLUSTRATED OR NOTED IN THESE CONTRACT DOCS, THIS PROJECT L 5'-2" MIN, L 0'-9" M,
ABV.  ABOVE ER  ELECTRICAL RACEWAY MAS.  MASONRY SAB.  SOUND ATTENUATION SECTION CuT CONSISTS OF THE CONSTRUCTION OF A PHASE |, SIXTEEN (l6) BASEBALL FIELDS SPORTS PARK LOCATED IN NEWBERRY, FL . THE W 30" (7 30" i3
: o X A SCOPE OF WORK WILL CONSIST OF THE FOLLOWING:
ﬁcco¥5 ﬁggugl:gﬁ" CEILING TILE Eﬁc ELEiTE'TC WATER COOLER HAT"’ HATEE'QL SAN ENITT AE?ULAT'ON A.  SITE GRADING, SITE UTILITIES, WELL 5Y5 & STABILIZED DRIVEWAYS, THE CITY 15 TO CONSTRUCT SEWER ¢ WATER SERVICES [*—, GRAB BAR [* LAV, GRAB BAR MIN,

L.T. USTICAL CEILING TILE  EXH, XHAU AX.  MAXIMU . BUILDING DEMO AND REVISION CLOUD HE SITE. H HE TIMING MAY PLEMENT THIS P 'S 5CH Y UTILITIES Wi INSTA 4
ADJ. " ADJACENT EXIST,  EXISTING MB.  MARKER BOARD 5C.  SEALED CONCRETE SECTION CONSTRUCTION NOTES B YR o are e aBTa iy | > SCHEDULE, 50 DRY UTILITIES WILL BE INSTALLED (¢ I-6* M, -6t I-6* MN,
ﬁ’FEF ﬁgg\'j'ETEFCIJIS/H EFNLGO'BEER E))g.'FN' Ei?ég%g” 2?5 mggth CONSTRUCTION gC[;'ED gﬁgEK[éUI[-)EETECTOR SHEET NO, B.  THE ROUGH GRADING OF PHASE | WORK CONSTRUCTION OF A TWO STORY MASONRY ADMINISTRATION & MERCHANDISING BLDG 1 ['-3" .

AFC.  ABOVE FINISH GRADE EW.  EYE WASH O ONT - e SECTION MO == (3,000 SF PER FLOOR), FOUR CONCESSIONS STANDS W/ GROUP RESTROOMS, A PRE-ENG STEEL FRAMED BLDG FOR THE 6" MIN;
AHL AR HANDLING DNIT A MECH.  MECHANICA o VELF - DOOR NUMBER / \ MAINTENANCE DEPT, DUGOUTS ¢ SCORER'S TOWER & AN ADDITIVE ALTERNATE FOR UMPIRES' LODGING, UMPIRES' SHOWERS, 7

i DLING U ECH.  MECHANICAL e HEL DIRECTION OF [ | C.  STRATEGICALLY LOCATED PARKING, H/C PARKING AREAS, LANDSCAPED ISLAND ¢ A PRIMARY SITE SIGN W/ LANDSCAPING, ™
ALT. ~ ALTERNATE FA  FIRE ALARM MFR.  MANUFACTURE(R) SHT.  SHEET SECTION CUT N ; D.  THE INSTALLATION OF WOOD PERIMETER FIELD FENCING AROUND EA BASEBALL FIELD. A o - o T A
ALUM,  ALUMINUM FAB.  FABRIC MH.  MANHOLE SiM. SIMILAR - WALL SECTION A S~ AREA TO BE E. A SPECIALTY SPORTS FIELD SUBCONTRACTOR WILL INSTALL FIELD IRRIGATION 5YS, IMPORTED SPECIALTY FIELD PREP < SRy
ANL.  ANGLE F.BC. FLORIDA BUILDING CODE ~ MH.O. MAGNETIC HOLD OPEN SJ. SAW JOINT WINDOW TYPE ENLARGED MATERIAL, INSTALL SPECIALTY NATURAL ¢ ARTIFICIAL TURF, INSTALL PRE-ENG SPORTS LIGHTING ¢ SPORTS FIELDS ACCESSORIES = A § Q=3
AP, ACCESS PANEL F.D. FLOOR DRAIN MIN, MINIMUM SN.R, SANITARY NAPKIN DIRECTION  SHEET NO., ELEVATION NO AS OUTLINED IN THESE CONSTRUCTION DOCS. = SRCR=1 =EE
APPRX, APPROXIMATELY F.DMPR. FIRE DAMPER MRR.  MIRROR RECEPTACLE INDICATION 241 = =258
ARCH.  ARCHITECT F.E. FIRE EXTINGUISHER MISC,  MISCELLANEOUS SPEC,  SPECIFICATIONS | DETALL NO. SHEET NO.— s | INTERIOR DETAIL NO. THIS WORK WILL BE COMPLETE ¢ INCLUDE ALL MISCELLANEOUS INCIDENTALS REQUIRED FOR A COMPLETE INSTALLATION OF ALL | s S E § w =
AT.  ACOUSTICAL TILE FEC. FIRE EXT, CABINET MO,  MASONRY OPENING SPKR.  SPEAKER 1 - ELEVATION SHEET NO., 5YS, WHETHER SPECIFIED OR NOT, IMPLIED OR INFERRED, EACH SUBCONTRACTOR IS5 EXPECTED TO BE AN EXPERT IN THEIR FIELD Z L& 'é S 2z
e AT FF.  FINISH FLOOR MTD.  MOUNTED 55.  STAINLESS STEEL : DETAIL MARK ¢ TO PROVIDE COMPLETE 5Y5 FOR THIS SCOPE OF WORK, ALL PRE-ENG SYS ARE TO BE PROVIDED W/ SUPPORTING ENGINEERING = Lyduy

FH.  FIRE HYDRANT MTL,  METAL STA.  STATION SHEET NO, EXISTING TO INFORMATION, ALL WORK WILL BE INSTALLED STRICT ACCORDANCE W/ ALL GOVERNING CODES, THE BLDG WILL BE USED FOR > z XS
oD, BOARD FHC. FIRE Hoos CABINET W MCBOWAVE 210, STANDARD . _<> GOTING. TYPE BE REMOVED EDUCATIONAL PURPOSES; IT WILL BE AIR CONDITIONED ¢ SHALL BE GOVERNED BY CURRENT APPLICABLE CODES, S R BN £ § =5
BJ.  BAR JoisT FHR. FIRE HOSE RACK STL.,  STEEL - " FZF
BLDG. BUILDING FHS  FIRE HOSE STATION N, NORTH STOR.  STORAGE 2. ALL WORK 15 TO BE EXECUTED UNDER DIRECT SUPERVISION OF A CERTIFIED GENERAL CONTRACTOR, THE GENERAL CONTRACTOR ?—J'_ e A ® wE< | g s
BLK(G). BLOCK(ING) FiN FINSH N/A  NOT APPLICABLE U5 USPENDED MARKER BOARD MARKER BOARD SHALL VERIFY ALL SITE CONDITIONS, DIMENSIONS ¢ CORD ALL OPENINGS # INSERTS W/ THE APPROPRIATE SUBCONTRACTORS, B 423" A o == ;
BM. . BEAM FIXT.  FIXTURE NAT.  NATURAL 5YM. SYMMETRICAL ¢ LENGTH (FT.) <> KITCHEN HANGING DEVICES SHALL BE INSTALLED SO AS NOT TO OVERLOAD THE ASSEMBLY OR ANY OTHER STRUCTURAL COMPONENTS, IT 60" EBC 11.4.22. 7 <
BM.  BENCH MARK FLIR.  FLOOR NIC.  NOT IN CONTRACT 5V, SHEET VINYL LENGTH (FEET) EQUIPMENT 15 THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE ¢ SEQUENCE TO ENSURE THE SAFETY OF THE T \_j’;é—‘"

0l . . ol oY A 7 — 1

BMU. BRICK MASONRY UNIT FLSHG. FLASHING NO.(%) NUMBER BULDNG MO T NEW WALL BLDG., ITS COMPONENTS ¢ AL PRESENT ON THE SITE. 330° MIN CLR IF DOOR SWINGS INWARD THEN, INCREASE DEPTH BY 2'-8"
3 —————————— i ' 1

o g‘ggm Fa EE&L)RP‘;'#& N.T.5. NOT TO SCALE ?gé %‘g.'? gggﬁl% TACK BOARD @ IéﬁgTEO?FRTD)* IT 15 CRITICAL FOR THE GENERAL CONTRACTOR TO PRE-QUALIFY THEIR SPECIALTY SPECIALTY SPORTS FIELDS SUB-CONTRACTORS 3 / FOR A NEW TLT, ROOM DEPTH OF 9'-5* (FACBC 4.22.2)

o omee R D OA  OUTSIDE AR TG NG AT NG (FEET ' ROOM TO INSURE THEY HAVE THE REG'D EXPERIENCE TO PARTICIPATE IN THIS PROJECT'S SPORTS FIELDS CONSTRUCTION, EACH 4

BS  BOTH SIDES FTe FOOTING oc. ON CENTER TEL TEIIZEPHONE (FEET) ROOM NO., NUMBER INTERESTED SPORTS FIELD CONTRACTOR MUST MEET OR EXCEED & PROVIDE PROOF OF THE FOLLOWING CRITERIA: IF DOOR EN‘INIGS INWARD THEN INCREASE ASSUMPTIONS / REQUIREMENTS

= . G . A, DEPTH BY 13" FOR A NEW TOILET ROOM
BUR. BUILT-UP ROOFING FUR.  FURRING 0D.  OUTSIDE DIAMETER TEMP,  TEMPORARY ALK BOARD @ CHALKBOARD € EXISTING DOOR B DEPTH OF 8-2* (FACEC 4202) | ACCESSIBLE W/C DEPTH 15 30° & WC IS FLOOR MOUNTED.

F.V. FIELD VERIFY OFF, OFFICE T¢G TOUNG AND GROOVE C. * 2. CONTROLS FOR FLUSH VALVES SHALL BE MOUNTED ON THE WIDE SIDE OF THE
’ OH.  OVERHANG THK,  THICK LENGTH (FEET) LENGTH (FT.) 4~ ELEVATION MARKER D. WIC AREAS (FEC 1465), ot Lo
CAB,  CABINET G. GAS OPG,  OPENING THR,  THRESHOLD (NEW CONSTRUCTION) 3. TOILET RM, DOOR OPENING WIDTH TO BE 32* MIN, (FBC fl4.35
CG. CORNER GUARD GA.  GAGE OPP.  OPPOSITE 706, TOP OF STEEL DETAIL 1. a DETAIL ANY GENERAL CONTRACTOR DEVIATING FROM THIS MINIMUM REQUIREMENT CRITERIA WILL BE REJECTED. PRE-QUALIFICATION T e SOWDE D REAR OF TOILET
cl, CAST IRON GALV. GALVANIZED T.O.P, TOP OF PARAPET REFERENCE CRITERIA MUST BE RECEIVED BY PSA FOR REVIEW § CONSIDERATION 7 DAYS PRIOR TO BIDDING, 6. DOOR WIDTH IS 35", ’
C.J. CONTROL JOINT G.B, GRAB BAR PART. PARTITION TOMN, TOP OF WALL SHEET NO. NEW R 7. 5'-0" CLEAR TURNAROUND LAYOUT TO CONFORM W/ SECTION 4,22.3 WITH A
(TO ANOTHER <p-  ELEVATION MARKER EW Dool . 3, THE CONTRACTOR 15 TO TAKE DUE CARE IN PROPERLY BRACING, SHORING ¢ SUPPORTING EXISTING ¢ NEW CONSTRUCTION AS TAX. 8 OVERLAP OF WHEELCLAIR UNDER THE LAV, o "
¢ CENTERLINE Gl.  GALVANIZED IRON PC.  PRECAST TP.D. TOILET PAPER DISPENSER SECTION OR DETAL EXISTING CONSTRUCTION DIMENSIONS:
CL. CHAIN LINK GL. GLASS PERF. PERFORATED TS, TUBULAR STEEL ) ( ) —_— EESUGIREB)”L%,\:E‘S?SREREH:;NLHE-OV#E'E)U%SB;%GE @i&iEoSJQI?lUZED ¢ SECURED PRIOR TO ANY CUTTING OR REMOVAL OF ANY 8, IF TANK TYPE TOILETS ARE USED, PROVIDE TAMPER / VANDAL PROOF LIDS,
CLG.  CEILING GLB.  GLASS BLOCK PL.  PLATE TV.  TELEVISION LDG. LATI ! :
— ) WALL TYPES

&5 gtgg'éT ggs gg%ENECK FAUCET Etﬁgf gtﬁgﬁc’a TYP.  TYPICAL é FIN. FL. TARGET ELEVATION 4, THE ARCH IN ALL CASES ASSUMES NO LIABILITY OR RESPONSIBILITY FOR SYS DESIGN ¢ INSTALLATION OF OTHERS ¢ THOSE MI N |M U M H / C TOI LET ROO M RE Q U I RE M E N TS

' : ‘ - 100'-0" ACCEPTED #/0R OBTAINED BY THE OWNER
CMU. CONCRETE MASONRY UNIT G5,  GRAVEL STOP PLBG.  PLUMBING uL UNDERWRITERS EL. = 100'-0" '

g > : i (EXISTING ELEVATION ‘i ' i

oL, CcoLurN GYR. ~ GYPSUI BOARD PNL, ~ PANEL LABORATORY MARK NOT SHADED) ALL DIMENSIONS ¢ ELEVATIONS SHOWN ON THE DRAWINGS SHALL BE VERIFIED BY THE CONTRACTOR TO INSURE THE PROPER 7-I' M, . 7-I' 1N,

CONC,  CONCRETE GMWB.  GTPSUM WALL BOARD PREENG. PREENGINEERED UON.  UNLESS OTHERWISE INTERFACING W/ EXISTING CONDITIONS, IF ANY CONFLICT OCCURS BETWEEN ANY PART OF THESE DOCS THE CONTRACTOR 1S TO -3 W 3"

CONN,  CONNECTION PREFAB. PREFABRICATED NOTED NOTIFY THE ARCH IMMEDIATELY, IF THE ARCH IS NOT AFFORDED THE OPPORTUNITY TO CLARIFY OR MODIFY ANY CONFLICTS, THE " .

goPNT. ggmgggoé)% AL :,B ﬂIOGSHE - E$EP, EZENF_’I_ARE UN.O. gthhE%a IglgTED M TE {I I_S LE G E N D CONTRACTOR ASSUMES RESPONSIBILITY FOR RESOLVING ANY PROBLEMS WHICH MAY HAVE DEVELOPED, f 5-0" MNN, - LAV, L s 5'-0" M, ‘3 LAV, .

P, B. l : A A —1 REG'D BY THE 1 REQ'D BY THE
CPT.  CARPET HC.  HANDICAP(PED) P.T.  PRESSURE-TREATED UTIL.  UTILITY RESPONSIBILITY: IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE ¢ SEQUENCE TO INSURE THE SAFETY OF THE I'-6* 3-6' /;BC BROWARD ED -6 3-¢' /;:BC BROWARD ED
CR.  CARD READER H/C  HANDICAP(PED) P.T.D. PAPER TOWEL DISPENSER BLDG. ¢ ITS COMPONENT PARTS DURING ERECTION, THIS INCLUDES BUT IS NOT LIMITED TO THE ADDITION OF WHATEVER I ' W I '
CT.  CERAMIC TILE HDW,  HARDWARE P.V.C.  POLYVINTLCHLORIDE V. WENT oo TEMPORARY BRACING, GUYS OR TIE DOWNS THAT MAY BE NECESSARY. SUCH MATERIAL SHALL BE REMOVED & SHALL REMAIN THE 6*[MAX, |azn My o 4613, (a)(4) OR THE 6" IMAX, |38 My e 4613, (a)(4) OR THE
CTR.  COUNTER HLC.  HOLLOW CORE VAC.  VACCUMM Q‘Q"‘Q‘Q‘Q‘Q‘ BATT INSULATION ] FINISH WOOD PROPERTY OF THE CONTRACTOR AFTER COMPLETION OF THE PROJECT, IT 15 THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE , b, 216 SFBC DADE EDITION ' L | 270 SFBC DADE EDITION
CHWR  CHILLED WATER RETURN  HM.  HOLLOW METAL QT.  QUARRY TILE VAR.  VARIES AALA LA ' (IN SECTION) THE FMEANS ¢ METHODS REQUIRED TO ACHIEVE THE INTENT OF THESE DRANINGS. 3 Z 4B (a)(4) 3 Z 4B (a)(4)
CHWS  CHILLED WATER SUPPLY ~ HORIZ, HORIZONTAL V.CT.  VINYL COMPOSITE TILE g = g =
co. CLEAN OUT HR. HOUR R/A RETURN AIR VERT.  VERTICAL CONFLICTS: WHERE CONFLICTS OCCUR BETWEEN THE SPECIFICATIONS, REFERENCED CODES, NOTES ¢ WORKING DRAWINGS, THE MOST STRINGENT A A A AT
CW. COLD WATER HT. HEIGHT R.B. RESILIENT BASE V.B.P. VENEER BASE PLASTER RIGID INSULATION % PLYWOOD REQUIREMENTS SHALL APPLY. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO NOTIFY THE ARCH IMMEDIATELY OF ANY -°| L E‘? e o -°. & (I \=.:‘-»

H.V.A.C. HEATING, VENTING R.D, ROOF DRAIN v.T. VINYL TILE CONFLICTS FOR DIRECTION, EACH TRADE 15 RESPONSIBLE FOR REVIEWING THE PLANS & SPECIFICATIONS W/ REGARDS TO THEIR = | ID = =y = | I[:] =
DBL.  DOUBLE ¢ AIR CONDITIONING REF.  REFRIGERATOR V.TR.  VENT THROUGH TOOF (IN SECTION) SCOPE OF WORK. ALL TRADES ARE TO REVIEW THE DRAWINGS FOR SYS, INTERFACING TO ELIMINATE CONFLICTS, = S|P T S| = S0 T A=
=3 _l | - z = _I | -

DT D NING, FOUNTAN HAW. HOT WATER REINF. REWFORCE(D), VL. VINTL WALL COVERING COORDINATION: GENERAL CONTRACTOR SHALL CORD ALL OPENINGS ¢ INSERTS W/ THE APPROPRIATE SUBCONTRACTORS ACCORDING TO THE PLANS, RS T N 5l Tl | T
DIA.  DIAMETER D INSIDE DIAMETER REM.  REMOVE. REMOVABLE W BRICK VENEER ——] WOOD FRAMING SEE SHOP DRAWINGS FOR ALL SUPPORTING STRUCTURES ¢ INSERTS REQUIRED BY THE VARIOUS BLDG. SYS. ALL SUPPORT A5 | IR | — Z |n
DM DIMENSION NSUL  INSULATION REQ.  REQUIRED " m!?ﬁ (IN SECTION) STRUCTURES ¢ HANGING DEVICES SHALL BE INSTALLED S0 AS NOT TO OVERLOAD THE STRUCTURE OR ANY STRUCTURAL £~ P o = P! <
DISP.  DISPENSER INT INTERIOR RET.  RETURN WC. WATER CLOSET COMPONENT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SAFETY OF THE STRUCTURE ¢ ITS OCCUPANT, - ) > P — ; |

. . . NN — N o N ™~
D.PM. DAMPPROOFING MEMB., REV.  REVISION, REVISED WD, WOOD — CONCRETE BLOCK POURED IN SUBMITTALS: THE REVIEW OF VARIOUS SUBMITTALS BY THE VARIOUS SUBCONTRACTORS & PRE-MANUF OR PRE-ENG SY5 ENG OF RECORD WILL - & I ' | A SN G J F == = =
D5. DOWNSPOUT 4B. JUNCTION BOX RH. ~ RIGHT HAND WDW.  WINDOW (w/ FILLED CELL) PLACE CONC BE TO: VERIFY THAT THE SUBMITTALS HAVE BEEN FURNISHED ¢ PREPARED BY A QUALIFIED PERSON, THAT THE PREPARER HAS - T . \\OPWNAL
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