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ANY MODIFICATIONS TO THESE
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PLANS MUST BE APPROVED BY AND SIGNED BY THE ARCHITECT.

PLANS OR RE-USE OF THESE

FIBERGLASS ROOFING SHINGLE SYSTEM OVER 30 LB, ROOFING
FELT ON ROOF SHEATHING (SEE PROJECT MANUAL)

ADD ALT - STRUCTURAL STANDING SEAM METAL ROOF
ASSEMBLY OVER PEEL ¢ STICK BITUMEN MEMBRANE OVER

EXT GRD PLYWD ROOF DECK (SEE SPECS)

CONT. MTL GUTTER (COLOR PER ARCH -

ALL CORNERS & JOINTS TO BE WELDED)

METAL FRAMED WINDOW (COLOR PER
ARCH - SEE SPECS)

PRE-FAB., PRE-ENG. RADIUSED METAL ROOF

PANEL ENTRY BEYOND W/ ALL NECESSARY
TRIM & FLASHING (COLOR PER ARCH.)

PRE-FAB., PRE-ENG ALUMINUM

o~

CONT NON-VENTED
RIDGE CAP

2

£-0" LONG (MIN) LINEAR
ROOF VENT STAGGERED
EA SIDE OF RIDGE
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RIDGE CAP (BEYOND)
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LINEAR ROOF VENT

TOP OF GABLE WALL @ ELEVATOR SHAFT
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= [23'-4" b
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EL
TOP OF WALL
= [2'-4" ¢_

PRE-CAST CONC SILL (TYP - PAINT /

q-4 - M

STAIN COLOR PER ARCH - SEE SPECS)

2nd FLOOR
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o-g

7-4

ENTRANCE CANOPY W/ ALL NECESSARY
TRIM ¢ FLASHING (COLOR PER ARC)
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PER ARCH) =N

i = METAL DOWNSPOUT W/ PRE-CAST CONC

:i [ SPLASH BLOCK BELOW (TYP - COLOR

i
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3

e N TO MATCH WALLS - SEE SPECS)
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FINISH GRADE (SLOPE DOWN & AWAY

FROM BLDG FOR POSITIVE DRAINAGE

[2-0" - BASE BID

(SEE CIVIL DWGS)

B lst FLOOR i

ADD ALT - STUCCO FINISH SYSTEM
(COLOR PER ARCH - SEE SPECS)
ADD ALT - SPLITFACE BLOCK UP
TO 48" HIGH

CONT NON-VENTE

RIDGE CAP (BEYOND

4-0" LONG (MIN)

LINEAR ROOF VENT

SOUTH ELEVATION

MAIN BUILDING

CONT NON-VENTED
RIDGE CAP

| EL = 100'-0"
(ASSUMED FOR DRAFTING PURPOSES)

BOTT. OF PIT &
EL = 9'-0" (CONTRACTOR TO A
VERIFY ¢ COORD, W/ ELEVATOR

MANUF REQUIREMENTS)

4-0'

ELEVATOR

4'-0" LONG (MIN)} LINEAR
ROOF VENT STAGGERED
EA SIDE OF RIDGE

FIBERGLASS ROOFING SHINGLE SYSTEM

'2 ~] OVER 30 LB, ROOFING FELT ON ROOF
SHEATHING (SEE PROJECT MANUAL)
ADD ALT - STRUCTURAL STANDING
SEAM METAL ROOF ASSEMBLY OVER
PEEL ¢ STICK BITUMEN MEMBRANE OVER

VERIFY ¢ COORD. W/ ELEVATOR
MANUF REQUIREMENTS)

___ =
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= | METAL DOWNSPOUT W/ PRE-CAST CONC - L - 1] PANEL ENTRY BEYOND W/ ALL NECESSARY
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A _alst FLOOR S i s L
- = loo'-0" -
2 (ASSUMED FOR DRAFTING PURPOSES) - - -~ -~ I -_-___—_ - - - - - _—_—_—_—_——_——— b FINISH GRADE (SLOPE DOWN ¢ AWAY
~ FROM BLDG FOR POSITIVE DRAINAGE
& EOTT. OF PIT S (SEE CIVIL DWGS)
EL = %'-0" (CONTRACTOR TO L _ _ _ _ _ ]
VERIFY ¢ COORD. W/ ELEVATOR N LYDRALLIC
MANUF REQUIREMENTS) ELEVATOR
18" = 10"
_— ~_
e S CONT METAL FLASHING @ ROOF / WALL
2 — —_ INTERFACE (COLOR PER ARCH)
_ 4 & TOP OF GABLE WALL @ ELEVATOR SHAFT — —_
< EL = [23'-4" — ! S~ CONT, RIDGE VENT
Ty g TOP OF WALL — —
EL - [2h-4" =T R FIBERGLASS ROOFING SHINGLE SYSTEM OVER 30 LB,
K i ROOFING FELT ON ROOF SHEATHING (SEE PROJECT
5 I MANUAL )
= _ 20| | ADD ALT - STRUCTURAL STANDING SEAM METAL ROOF
- oH[} ASSEMBLY OVER PEEL ¢ STICK BITUMEN MEMBRANE
i OVER EXT GRD PLYWD ROOF DECK (SEE SPECS)
— CONT. MTL GUTTER (COLOR PER ARCH
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2nd FLOOR 4 ALL CORNERS ¢ JOINTS TO BE WELDED)
> EL = [12'-0" wa—
T2 e HH — TRUSS BEARING
N I Al
= @ = llg'-0
o) | _——PRE-ENG STEEL TUBE COLUMN
B (TYP - PAINT COLOR PER ARCH) _
S
U _— PRE-CAST CONC CAP W/ I" CONC =
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= > DRAINAGE (STAIN COLOR PER ARCH)
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R\ — [T = =
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& BOTT. OF PIT N
W EL = 9'-0" (CONTRACTOR TO L _ _____ _ 8" C.MU. WALL W/ INTERMEDIATE SCORE (PAINT

COLOR PER ARCH)

ADD ALT - STUCCO FINISH SYSTEM (COLOR PER
ARCH - SEE SPECS)

ADD ALT - HARDIPLANK SIDING (OR EQUAL - COLOR
PER ARCH - SEE SPECS)

ADD ALT

NORTH ELEVATION (ADD ALT)

1/ "_ 1"0"

MAIN BUILDING

FIBERGLASS ROOFING SHINGLE SYSTEM
OVER 30 LB, ROOFING FELT ON ROOF
SHEATHING (SEE PROJECT MANUAL)
ADD ALT - STRUCTURAL STANDING
SEAM METAL ROOF ASSEMBLY OVER
PEEL & STICK BITUMEN MEMBRANE OVER
EXT GRD PLYWD ROOF DECK (SEE

SURFACE APPLIED 6'-0"¢ ALUMINUM
LOGO SIGN (GRAPHIC ARTWORK TO
BE PROVIDED THE OWNER FOR
INCLUSION DURING SHOP DRAWINGS
SUBMITTAL PHASE)

£-0" LONG (MIN) LINEAR
ROOF VENT STAGGERED

CONT NON-VENTED EA SIDE OF RIDGE (TYP)

RIDGE CAP )

—

SPECS)

TOP OF WALL

COPYRIGHT @201 1 PAUL STRESING ASSOC.

CONT. MTL GUTTER (COLOR -
PER ARCH - ALL CORNERS
¢ JOINTS TO BE WELDED)

METAL DOWNSPOUT W/

SN

PRE-CAST CONC SPLASH BLOCK
BELOW (TYP - COLOR TO
MATCH WALLS - SEE SPECS)

PRE-FAB., PRE-ENG ALUMINUM
ENTRANCE CANOPY W/ ALL NECESSARY
TRIM ¢ FLASHING (COLOR PER ARC)

VANDAL PROOF EXTERIOR
LIGHT FIXTURE (TYP - SEE
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LOCATION:

L33
e

0"

ELEC LIGHTING PLAN)

FINISH GRADE

{AL
|

(SLOPE DOWN ¢

AWAY FROM BLDG L |
FOR POSITIVE C
DRAINAGE (SEE

CIVIL DWG5)

FIBERGLASS ROOFING SHINGLE SYSTEM

OVER 30 LB, ROOFING FELT ON ROOF
SHEATHING (SEE PROJECT MANUAL)
ADD ALT - STRUCTURAL STANDING
SEAM METAL ROOF ASSEMBLY OVER
PEEL ¢ STICK BITUMEN MEMBRANE OVER

8"H ALUM LETTERING (CONSULT
W/ARCH FOR STYLE & MOUNTING
LOCATION PRIOR TO INSTALLATION)

WEST ELEVATION

MAIN BUILDING

PRE-FAB., PRE-ENG.
RADIUSED METAL
ROOF PANEL ENTRY &
W/ ALL NECESSARY
TRIM ¢ FLASHING

(COLOR PER ARCH.)

4-0' LONG (MIN) LINEAR
ROOF VENT STAGGERED
EA SIDE OF RIDGE (TYP)

CONT NON- VENTED
RIDGE CAP

3'-6"9 PRE-FIN METAL DECORATIVE FALSE LOUVER (W/ 2" MIN
RIGID INSULATED BACK PANEL) SET LOUVER 2" INTO CMU (COLOR
PER ARCHITECT) ALL JOINTS AT DECORATIVE WALL LOUVER
PENETRATIONS TO BE SEALED TIGHT (SEE PROJ MANUAL)

iy

= [2I-4"

METAL FRAMED WINDOW (COLOR PER
ARCH - SEE SPECS)

PRE-CAST CONC SILL (TYP - PAINT /
STAIN COLOR PER ARCH - SEE SPECS)

2nd FLOOR

q-4" - AT

EL = ll2'-0"

BASE BID - 8" C,M.U. WALL W/ INTERMEDIATE
SCORE (PAINT COLOR PER ARCH)

ADD ALT - STUCCO FINISH SYSTEM (COLOR PER
ARCH - SEE SPECS)

ADD ALT - SPLITFACE BLOCK UP TO 48" HIGH

fst FLOOR N

-4

BASE BID

12'-0" -

EL = 100'-0"
(ASSUMED FOR DRAFTING PURPOSES)

TOP OF GABLE WALL @ ELEVATOR SHAFT

1

EXT GRD PLYWD ROOF DECK (SEE

EL = [23'-4"
TOP OF WALL

SPECS)

CONT, MTL GUTTER (COLOR
PER ARCH - ALL CORNERS

¢ JOINTS TO BE WELDED) ot
METAL DOWNSPOUT W/ OHE

PRE-CAST CONC SPLASH BLOCK
BELOW (TYP - COLOR TO
MATCH WALLS - SEE SPECS)

METAL DOWNSPOUT W/
PRE-CAST CONC SPLASH BLOCK

&.am.
‘WY
>
€
haul

oy,

BELOW (TYP - COLOR TO
MATCH WALLS - SEE SPECS)

1 4I_0I

2l

————METAL FRAMED WINDOW (COLOR PER

Y

EL = [2f'-4"

ARCH - SEE SPECS)

PRE-CAST CONC SILL (TYP - PAINT /
STAIN COLOR PER ARCH - SEE SPECS)

2nd FLOOR

9-4 - AT

EL = [l2'-0"

BASE BID - 8" C.M.U. WALL W/ INTERMEDIATE
SCORE (PAINT COLOR PER ARCH)

ADD ALT - STUCCO FINISH SYSTEM (COLOR PER
ARCH - SEE SPECS)

ADD ALT - SPLITFACE BLOCK UP TO 48" HIGH

Ist FLOOR N

20-4"

BOTT. OF PIT

= Iool_ou
(ASSUMED FOR DRAFTING PURPOSES) <

~

PN

T
EAST ELEVATION

118" = 10"

MAIN BUILDING

EL = 9%'-0" (CONTRACTOR TO hd

VERIFY ¢ COORD, W/ ELEVATOR
MANUF REQUIREMENTS)

TOP OF WALL

N
I“: 3]

<
r
N

EL = [2'-4"

2nd FLOOR

9-4 - ALT

PRE-ENG STEEL TUBE COLUMN
(TYP - PAINT COLOR PER ARCH)

PRE-CAST CONC SPLASH BLOCK
BELOW (TYP - COLOR TO

MATCH WALLS - SEE SPECS) PRE-CAST CONC CAP W/ 1" CONC WASH TO PROMOTE

POSITIVE DRAINAGE (STAIN COLOR PER ARCH)

ADD ALT
WEST ELEVATION (ADD ALT)

GENERAL NOTES:

[, REFER TO ELECTRICAL DRAWINGS FOR LOCATIONS OF EXTERIOR LIGHTING. COORD W/ PRE-ENGINEERED MTL BLDG MANUF TO INSURE
OUTLETS £ FIXTURES LAY FLAT ON WALL PANELS FOR A WATER TIGHT INSTALLATION,

2. ALL ROOF PENETRATIONS TO BE PAINTED SAME COLOR AS ROOF COLOR.

EL = [12'-0"

lst FLOOR N o

204

2-0" - BASE BID

EL = 100'-0"
(ASSUMED FOR DRAFTING PURPOSES)

1/ " 1!_0||

MAIN BUILDING

NOTE: PROVIDE ALL ATTACHMENT INSTALLATION CRITERIA DATA
REFLECTING THE FLORIDA PRODUCT APPROVAL TEST CONDITIONS &
PRODUCT CERTIFICATION WITH SHOP DRAWING SUBMITTALS
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