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PLANS MUST BE APPROVED BY AND SIGNED BY THE ARCHITECT.
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GENERAL ROOF NOTES

FRAMING PLAN ON SHEET 52.2)

ROOF PLAN
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FOUL LINE POLE NOTCH DECK AS REQ'D AROUND DASHED LINES INDICATE DBL PT BASE BID - BUILT-UP ROOF ON
SEE DET A3.2 FOUL LINE POLE (MIN l8" CLEAR) 2 X 12 THROUGH BOLTED TO PT ICE ¢ WATER SHIELD OVER 7/8"
SEE FLOOR PLAN ON SHEET A.4.2 8 X 8 POSTS BELOW (SEE ROOF 058 ROOF SHEATHING ON P.T.
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COORDINATION: GENERAL CONTRACTOR SHALL COORDINATE ALL OPENINGS ¢ INSERTS W/THE APPROPRIATE
SUB-CONTRACTORS ACCORDING TO THE PLANS, SEE DRAWINGS FOR ALL SUPPORTING STRUCTURES AND INSERTS. ALL
SUPPORTS AND HANGING DEVICES SHALL BE INSTALLED SO AS NOT TO OVERLOAD THE STRUCTURE OR ANY STRUCTURAL
COMPONENT,

CONFLICTS: WHERE CONFLICTS OCCUR BETWEEN SPECIFICATIONS, REFERENCED CODES, NOTES AND WORKING DRAWINGS,
THE MOST STRINGENT REQUIREMENTS SHALL APPLY, NOTIFY A/E PRIOR TO MAKING ANY CHANGES.

ALTERNATES: SEE SPECIFICATIONS FOR LIST OF ALTERNATES.

RESPONSIBILITY: IT 1S THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE AND SEQUENCE TO
INSURE THE SAFETY OF THE BUILDING AND ITS COMPONENT PARTS DURING ERECTION, THIS INCLUDES BUT 1S NOT
LIMITED TO, THE ADDITION OF WHATEVER TEMPORARY BRACING, GUYS OR TIE DOWNS MAY BE NECESSARY, SUCH
MATERIAL SHALL BE REMOVED AND SHALL REMAIN THE PROPERTY OF THE CONTRACTOR AFTER COMPLETION OF THE
PROJECT.

DIMENSIONS: CONTRACTORS AND SUB-CONTRACTORS ARE TO REVIEW AND FAMILIARIZE THEMSELVES WITH ALL
DIMENSIONS PRIOR TO INSTALLATION OF THEIR WORK. IF AN ERROR 1S FOUND IT 1S TO BE BROUGHT TO THE
ARCHITECT'S ATTENTION IMMEDIATELY FOR CLARIFICATION ¢ INTERPRETATION,

ALTERATIONS: IN NO CASE SHALL STRUCTURAL ALTERATIONS OR WORK AFFECTING A STRUCTURAL MEMBER BE MADE
UNLESS APPROVED BY ENGINEER.

SHOP_DRAWINGS: PROVIDE SHOP DRAWINGS OF ALL FRAMING MEMBERS BEARING A SEAL AND SIGNATURE FROM A
REGISTERED ENGINEER FOR REVIEW. ENGINEER 1S TO IDENTIFY ANY AND ALL MODIFICATIONS,

REFER TO M-E-P DRAWINGS ¢ INCORPORATE ALL ROOF PENETRATIONS,

ROOF ¢ SOFFITS TO HAVE FLORIDA PRODUCT APPROVAL IN FULL COMPLIANCE WITH THE FLORIDA BUILDING CODE.
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