
 
 

BUILDING SECTIONS

A-4.1

RIDGID FRAME

3" ROLL INSULATION

METAL WALL PANELS

CAST STONE CAP

8" SPLIT FACE BLOCK

METAL FRAMING 
WITH METAL WALL PANELS

MONOLITHIC SLAB

BUILDING SECTION
SCALE: 1/4" = 1'-0"

A

A-4.1

WALL SECTION
SCALE: 3/4" = 1'-0"

D
A-4.1

FINISHED GRADE 4" VINYL BASE

1/2" GWB

2" METAL FURRING 
16" O.C. WITH RIDGID INSUL.

MARBLE SILL

3"  INSULATION 
WITH THERMAL BLOCKS 
BY METAL BLDG. MANUF.

METAL PURLINS 
AT 5'-0" O.C.

SUSPENDED ACOUSTICAL  
TILE CEILING

GWB COLUMN SURROUND BEYOND

RIDGID FRAME 
COLUMN

NEOPRENE CLOSURE

CONTINUOUS GUTTER 
BY METAL BUILDING MANUF.

VINYL BACKED ROLL 
INSULATION BY METAL 
BUILDING MANUF.

SIDE WALL GIRT 
5'-0" VERT SPACING MAX.

DOWNSPOUT BEYOND

EAVE HT.
13'-0" A.F.F.

VINYL BACKED ROLL 
INSULATION BY METAL 
BUILDING MANUF.

VINYL BACKED ROLL 
INSULATION BY METAL 
BUILDING MANUF.

PURLIN BEYOND

EAVE STRUT

RAKE TRIM 
BY METAL BUILDING MANUF.

CONCEALED FASTENER 
METAL ROOF SYSTEM

END WALL COLUMN BEYOND

TOP OF EAVE STRUT
HEIGHT VARIES.

CONC. FILLED BLOCK CELL 
REINF. W/ (1) NO. 5 BAR  
TYP. AT 48" O.C.
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WALL SECTION
SCALE: 3/4" = 1'-0"

C
A-4.1

4" VINYL BASE

1/2" GWB

2" METAL FURRING 
16" O.C. WITH RIDGID INSUL.

WALL SECTION
SCALE: 3/4" = 1'-0"

B
A-4.1

B
A-4.1

CONC. SPLASH  
BLOCK BEYOND

BASE AS SCHEDULED 2" X 8" POCKET 
TO RECEIVE  
SPLIT FACE VENEER 
TYP. AY GRADE

FINISHED GRADE

2'
-8

 1
/2

"

6X6X16 SPLIT FACE 
CMU WAINSCOT

4" HIGH CAST CAP

METAL WALL PANELS 
BY MRTAL BUILDING MANUF.

2'
-8

"
4"

EXIST. SLAB

3 5/8" METAL STUDS 
AT 16" O.C.

1/2" GWB

3 1/2" SOUND ATTENUATION  
BATTS TYP. ALL INTERIOR 
PARTITIONS

GWB PARTITION BEYOND 
EXTEND 4" ABOVE CEILING HT.

SUSPENDED ACOUSTICAL 
TILE CEILING

EXIST. WALL PANEL 
REMOVE CUT AND REPLACE 
AS REQ. BY NEW WORK

FLASHING EXTEND 7" MIN. 
ABOVE ROOF SYSTEM BEHIND  
EXIST. WALL PANELS 
SET IN FULL BED OF MASTIC

END WALL COL.  BEYOND

PURLIN BEYOND

VINYL BACKED ROLL 
INSULATION BY METAL 
BUILDING MANUF.

PURLIN BEYOND

EAVE STRUT

RAKE TRIM 
BY METAL BUILDING MANUF.

CONCEALED FASTENER 
METAL ROOF SYSTEM

END WALL COLUMN BEYOND

WINDOW HEAD
8'-0" A.F.F..

FIXED GLASS WINDOW 
BY STOREFRONT MANUF. 
W/ 1" INSULATED TINTED GLASS

4 4 4 4

4 43

RIDGID FRAME

CONT. GYTTER  
AND DOWNSPOUT

VINYL BACK 
ROLL INSULATION

CONT. RIDGE VENT

METAL PURLINS 
AT 5'-0" O.C.

COL. AT MID-SPAN 
RIDGID FRAME ONLY

4" CONC. SLAB 
REINF. W/ 6X6 
W1.4 X W1.4 WWM 
OVER 6 MIL VB


