D. Regulatory Requirements: Comply with provisions of the following:

1. Where indicated to comply with accessibility requirements, comply with Americans with Disabilities
Act (ADA), “Accessibiity Guidelines for Buildings and Faciities (ADAAG), “ ANSI A117.1, as
follows:

a. Handles, Pull, Latches, Locks, and other Operating Devices: Shape that is easy to grasp
with one hand and does not require tight grasping, tight pinching, or twisting of the wrist,
b. Door Closers: Gomply with the following maximum opening-force requirements indicated:

1) Interior Hinged Doors: 5 Ibf (22.2N) applied perpendicular to door.
2) Sliding or Folding Doors: 5 Ibf (22.2 N) applied parallel to door at latch.
3) Fire Doors: Minimum opening force allowable by authorities having jurisdiction.

C. Thresholds: Not more than 1/2 inch (13mm) high. Bevel raised thresholds with a slope of
not more than 1:2.

2. NFPA 101: Comply with the following for means of egress doors:

a. Latches, Locks, and Exit Devices: Not more than 15 Ibf (67 N) to release the latch. Locks
shall not require the use of a key, tool, or special knowledge for operation.

b. Delayed-Egress Locks: Locak releases within 15 second after applying a force not more
than 15 Ibf (67 N) for not more than 3 seconds.

C. Door Closers: Not more than 30 Ibf (133 N) to set door in motion and not more than 15 Ibf
(67 N) to open door to minimum required width.

d. Thresholds: Not more than 1/2 inch (13 mm) high.

E. Fire-Rated Door Assemblies: Provide door hardware for assemblies complying with NFPA 80 that are
listed and labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, for fire
ratings indicated, based on testing according to NFPS 252.

1. Test Pressure: Test at atmospheric pressure.

F. Keying Conference: Conduct conference at Project site with the Owner. Inforporate keying conference
decisions into final keying schedule after reviewing door hardware keying system including, but not limited
to, the following:

1. Function of building, flow of traffic, purpose of each area, degree of security required, and plans for
future expansion.

2. Preliminary key system schematic diagram.

3. Requirements for key control system.

4. Address for delivery of keys.

G. Pre-installation Conferernce: Conduct conference at Project site. Review methods and procedures related
to electrified dorr hardware inclduing, but not linited to, the followIng:

1. Inspect and discuss preparatory work performed by other trades.
2. Review sequence of operation for each type of door hardware.
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