
PART 2 - PRODUCTS

2.1		  SCHEDULED DOOR HARDWARE

	 A.	 General:  Provide door hardware for each door to comply with requirements in this Section, door hardware
		  sets indicated in door and frame schedule, and the Door Hardware Schedule at the end of Part 3.

		  1.	 Door Hardware Sets:  Requirements for quantity, item, design, grade, function, finish, size, and
			   other distinctive qualities of each type of door hardware are indicated in the Door Hardware
			   Schedule at the end of Part 3.  Products are identified by descriptive titles corresponding to
			   requirements specified in Part 2.

2.2		  HINGES AND PIVOTS, GENERAL

	 A.	 Manufacturers: Subject to compliance with requirements, provide products by one of the following:

		  1.	 Hinges:
			   a.	 Hager Companies.
			   b.	 Lawrence Brothers, Inc.
			   c.	 McKinney Products Company; Div. of ESSEX Industries, Inc.

	 B.	 Standards:  Comply with the following:

		  1.	 Butts and Hinges: BHMA A156.1.
		  2.	 Template Hinge Dimensions: BHMA A156.17.
		  3.	 Self-Closing Hinges and Pivots:  BHMA A156.17.
		  4.	 Pivots: BHMA A156.4.

	 C.	 Quantity:  Provide the following, unless otherwise indicated:

		  1.	 Two Hinges:  For doors with heights up to 60 inches (1524 mm).
		  2.	 Three Hinges:  For doors with heights 61 to 90 inches (1549 to 2286 mm).
		  3.	 Four Hinges:  For doors with heights 91 to 120 inches (2311 to 3048 mm).
		  4.	 For doors with heights more than 120 inches (3048 mm), provide 4 hinges, plus 1 hinge for every
			   30 inches (750 mm) of door height greater than 120 inches (3048 mm).

	 D.	 Size:  Provide the following, unless otherwise indicated, with hinge widths sized for door thickness and
		  clearances required:

DOOR HARDWARE 8710-5

			   Metal
			   Thickness
			   Inches

	 Maximum Door Size (inches	 Hinge Height	 Standard	 Heavy
		  (inches)	 Weight	 Weight

	 32 by 84 by 1-3/8	 3-1/2	 0.123	 -
	 36 by 84 by 1-3/8	 4	 0.130	 -
	 36 by 84 by 1-3/4	 4-1/2	 0.134	 0.180


