
2.22		 PREPARATION

	 A.	 Steel Doors and Frames:  Comply with DHI A115 series.

		  1.	 Surfaced-Applied Door Hardware: drill and tap doors and frames according to SDI 107.

2.23		 INSTALLATION

	 A.	 Mounting Heights:  Mount door hardware units at heights indicated in following applicable publications,
		  unless specifically indicated or required to comply with governing regulations:

		  1.	 Standard Steel Doors and Frames:  DHI‘s “Recommended Locations for Architectural Hardware for
			    Standard Steel Doors and Frames.”
		  2.	 Custom Steel Door and Frames:  DHI’s “Recommended Locations for Builders’ Hardware for
			    Custom steel Doors and Frames.”
		  3.	 Wood Doors:  DHI WDHS.3, “Recommended Locations for Architectural Hardware for Wood Flush
			    Doors.”

	 B.	 Install each door hardware item to comply with manufacturer’s written instructions.  Where cutting and
		  fitting are required to install door hardware onto or into surfaces that are later to be painted or finished in
		  another way, coordinate removal, storage, and reinstallation of surface protective trim units with finishing
		  work specified in Division 9 sections.  Do not install surface-mounted items until finishes have been
		  completed on substrates involved.

		  1.	 Set units level, plumb, and true to line and location.  Adjust and reinforce attachment substrates as
			    necessary for proper installation and operation.
		  2.	 Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners
			    and anchors according to industry standards.

	 C.	 Key Control System:  Place keys on markers and hooks in key control system cabinet, as determined by
		  final keying schedule.

	 D.	 Thresholds:  Set thresholds for exterior and acoustical doors in full bed of sealant complying with
		  requirements specified in Division 7 Section “Joint Sealants.”

2.24		 FIELD QUALITY CONTROL

	 A.	 Independent Architectural Hardware Consultant: Owner may engage a qualified independent Architectural
		  Hardware Consultant to perform inspections and to prepare inspection reports.

		  1.	 Independent Architectural Hardware Consultant will inspect door hardware and state in each report
			    whether installed work complies with or deviates from requirements, including whether door
			    hardware is properly installed and adjusted.

2.25		 CLEANING AND PROTECTION

	 A.	 Clean adjacent surfaces soiled by door hardware installation.
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