SECTION 15410 - PLUMBING FIXTURES

PART 1 - GENERAL
1.1 SECTION INCLUDES

A. Water closets.
B.  Urinals
C. Lavatories
1.2 RELATED REQUIREMENTS
A.  Section 07900 - Joint Sealers: Seal fixtures to walls and floors.
1.3 REFERENCE STANDARDS:
A. ANSI Z124.2 - American National Standard for Plastic Shower Units: 1995.
B. ASME A112.18.1 - Plumbing Supply Fittings; The American Society of Mechanical Engineers; 2005.

C. ASME A112.19.1M - Enameled Cast Iron Plumbing Fixtures; The American Society of Mechanical
Engineers; 1994 (R2004).

D. ASME A112.19.2 - Vitreous China Plumbing Fixtures and Hydraulic Requirements for Water Closets
and Urinals; The American Society of Mechanical Engineers; 2003.

E. ASME A112.19.3 - Stainless Steel Plumbing Fixtures (Designed for Residential Use); The American
Society of Mechanical Engineers; 2001 (R2004).

G. ASME A112.19.4M - Porcelain Enameled Formed Steel Plumbing Fixtures; The American Society of
Mechanical Engineers; 1994 (R2004).
PART 2 PRODUCTS
2.1 GENERAL

A.  The following specifications supplement the fixtures as scheduled on the drawings. See schedule for
approved manufacturer's/models.

B.  Prior to ordering fixtures, confirm dimensional fit-up requirements for DWV piping layouts,
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