
	 E.	 Template Requirements:  Except for hinges and pivots to be installed entirely (both leaves) into wood
		  doors and frames, provide only template-produced units.

	 F.	 Hinge Applications:  Unless otherwise indicated, provide the following:

		  1.	 Entrance Doors:  Heavy-weight hinges.
		  2.	 Doors with Closers:  Antifriction-bearing hinges.
		  3.	 Interior Doors:  standard-weight hinges.

	 G.	 Fasteners:  Comply with the following:

		  1.	 Machine Screws:  For metal doors and frames.  Install into drilled and tapped holes.
		  2.	 Wood Screws: For wood doors and frames.
		  3.	 Threaded-to-the-Head Wood Screws:  For fire-rated wood doors.
		  4.	 Screws:  Use only manufacturer supplied fasteners with matching finish heads.

2.3		  LOCKS AND LATCHES, GENERAL

	 A.	 Manufacturers:  Subject to compliance with requirements, provide products by one of the following:

		  1.	 Mechanical Locks and Latches:
			   a.	 Best Lock Corporation

		  2.	 Bored Locks and Latches: BHMA A156.2.
		  3.	 Mortise Locks and Latches: 	BHMA A156.13.
		  4.	 Exit Locks:  BHMA A156.5.

	 B.	 Bored Locks: BHMA Grade 1; Series 4000.

	 C.	 Certified Products:  Provide door hardware listed in the following BHMA directories:

		  1.	 Mechanical Locks and Latches: BHMA’s “Directory of Certified Locks & Latches.”

	 D.	 Lock Throw:  Comply with testing requirements for length of bolts to comply with labeled fire door
		  requirements, and as follows:

		  1.	 Bored Locks:  Minimum 1/2-inch (12.7-mm) latchbolt throw.
		  2.	 Mortise Locks: Minimum 3/4-inch (19-mm) latchbolt throw.
		  3.	 Deadbolts:  Minimum 1-inch (25-mm) bolt throw.
		

DOOR HARDWARE 8710-6

			   Metal
			   Thickness
			   Inches

	 Maximum Door Size (inches	 Hinge Height	 Standard	 Heavy
		  (inches)	 Weight	 Weight

	 42 by 90 by 1-3/4	 4-1/2	 0.134	 0.180
	 48 by 120 by 1-3/4	 5	 0.146	 0.190	


