
	 G.	 Key Control System:  BHMA Grade 1 system, including key-holding hooks, labels, two sets of key tags
		  with self-locking key holders, key-gathering envelopes, and temporary and permanent markers.  Contain
		  system in metal cabinet with baked-enamel finish.

		  1.	 Multiple-Drawer Cabinet:  Cabinet with drawers equipped with key-holding panels and key envelope
			   storage, and progressive-type ball-bearing suspension slides.  Include single cylinder lock to lock
			   all drawers.
		  2.	  Wall-Mounted Cabinet:  Cabinet with hinged-panel door equipped with key-holding panels and pin-
			   tumbler cylinder door lock.
		  3.	 Portable Cabinet:  Tray for mounting in file cabinet, equipped with key-holding panels, envelopes,
			   and cross-index system.
		  4.	 Capacity:  Able to hold keys for 150 percent of the number of locks.
		  5.	 Cross-Index System:  Set up by key control manufacturer, complying with the following:
			 
			   a.	 Card Index:  Furnish four sets of index cards for recording key information.  Include three
				    receipt forms for each key-holding hook.
			   b.	 Computer Software:  Furnish cross-index software for recording and reporting key-holder
				    listings, tracking keys and lock and key history, and printing receipts for transactions.
				    Include instruction manual.

2.7 		 STRIKES

	 A.	 Standards:  Comply with the following:

		  1. 	 Strikes for Bored Locks and Latches: BHMA A156.2.
		  2.	 Strikes for Mortise Locks and Latches:  BHMA A156.13.
		  3.	 Strikes for Interconnected Locks and Latches:  BHMA A156.12.
		  4.	 Strikes for Auxiliary Deadlocks:  BHMA A156.5.
		  5.  	 Dustproof Strikes: BHMA A156.16.
		  6.	 Electric Strikes:  BHMA A156.5.

	 B.	 Strikes:  Provide manufacturer’s standard strike with strike box for each latch or lock bolt, with curved lip
		  extended to protect frame, finished to match door hardware set, unless otherwise indicated, and as
		  follows:

		  1.	 Flat-Lip Strikes:  For locks with three-piece antifriction latchbolts, as recommended by
			   manufacturer.
		  2.	 Extra-Long-Lip Strikes:  for locks used on frames with applied wood casing trim.
		  3.	 Aluminum-Frame Strike Box:  Provide manufacturer’s special strike box fabricated for aluminum
			   framing.

	 C.	 Manufacturers:  Subject to compliance with requirements, provide products by one of the following:

		  1.	 Baldwin Hardware Corporation.
		  2.	 Hager Companies.
		  3.	 Rockwood Manufacturing Company.

	 D.	 Standard:  Comply with BHMA A156.6.
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