
			   door hardware.  Where through bolts are used on hollow door and frame construction, provide
			   sleeves for each through bolt.
		  2.	 Steel Machine or Wood Screws:  For the following fire-rated applications:

			   a.	 Mortise hinges to doors.
			   b.	 Strike plates to frames.
			   c.	 Closers to doors and frames.

		  3.	 Steel Through Bolts:  For the following fire-rated applications, unless door blocking is provided:

			   a.	 Surface hinges to doors.
			   b.	 Closers to doors and frames.
			   c.	 Surface-mounted exit devices.

		  4.	 Spacers or Sex Bolts:  For through bolting of hollow metal doors.

2.20		 FINISHES

	 A.	 Standard:  Comply with BHMA A156.18.

	 B.	 Protect mechanical finished on exposed surfaced from damage by applying a strippable, temporary
		  protective covering before shipping.

	 C.	 Appearance of Finished Work:  Variations in appearance of abutting or adjacent pieces are acceptable if
		  they are within one-half of the range of approved Samples.  Noticeable variations in the same piece are
		  not acceptable.  Variations in appearance of other components are acceptable if they are within the range
		  of approved Samples and are assembled or installed to minimize contrast.

	 D.	 BMHA Designations:  Comply with base material and finish requirements indicated by the following:

		  1.	 BHMA 600:  Primed for painting, over steel base metal.
		  2.	 BHMA 626:  Satin chromium plated over nickel, over brass or bronze base metal.
		  3.	 BHMA 630:  Satin stainless steel, over stainless-steel base metal.
		  4.	 BHMA 689:  Aluminum painted, over any base metal.

2.21		 EXAMINATION

	 A.	 Examine door and frames, with Installer present, for compliance with requirements for installation
		  tolerances, labeled fire door assembly construction, wall and floor construction, and other conditions
		  affecting performance of door hardware.

	 B.	 Examine roughing-in for electrical power systems to verify actual locations of wiring connections before
		  electrified door hardware installation.

	 C.	 Proceed with installation only after unsatisfactory conditions have been corrected.
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