2.2 CLEANOUTS
A.  Manufacturers:
1. Jay R. Smith Manufacturing Company: www.jayrsmith.com.
2. Zurn Industries, Inc: www.zurn.com.
B.  All cleanouts shall have plugs of nylon or brass with raised or countersunk heads and shall conform to
WW-P-401.
C. Cleanouts at Exterior Surfaced Areas:
1. Round cast nickel bronze access frame and non-skid cover.
D. Cleanouts at Interior Finished Wall Areas:
1. Line type with lacquered cast iron body and round epoxy coated gasketed cover, and round
stainless steel access cover secured with machine screw.
2.3 HYDRANTS
A.  Wall Hydrants:
1. ASSE 1019; freeze resistant, self-draining type with chrome plated wall plate hose thread spout,
handwheel, and integral vacuum breaker.
2.4 WATER HAMMER ARRESTORS
A.  Manufacturers:
1. Jay R. Smith Manufacturing Company: www.jayrsmith.com
2. Watts Regulator Company: www.wattsregulator.com.
3. Zurn Industries, Inc: www.zurn.com.
B.  Water Hammer Arrestors:
1. Stainless steel or copper construction, bellows type sized in accordance with PDI-WH 201,
precharged suitable for operation in temperature range - 100 to 300 degrees F and maximum
250 psi working pressure.
2.5 TRAP PRIMERS
A.  Trap primers shall conform to ANSI 1018, and shall be provided for all floor drains unless otherwise
indicated on drawings.
PART 3 EXECUTION
3.1 INSTALLATION

A. Install in accordance with manufacturer’s instructions.

B.  Extend cleanouts to finished floor or wall surface. Lubricate threaded cleanout plugs with mixture of
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