C.  Perform Work under supervision of AABC Certified Test and Balance Engineer or NEBB Certified
Testing, Balancing and Adjusting Supervisor experienced in performance of this Work and licensed at
the State in which the Project is located.

1.5 WARRANTY (moved to PART 3)

A.  Furnish AABC National Performance Guaranty for this project.
PART 2 PRODUCTS - NOT USED

PART 3 EXECUTION
3.1 GENERAL REQUIREMENTS
A.  Perform total system balance in accordance with one of the following:

B.  Begin work after completion of systems to be tested, adjusted or balanced and complete work prior to
Substantial Completion of the project.

C. TAB Agency Qualifications:
1. Company specializing in the testing, adjusting, and balancing of systems specified in this section.

3.2 EXAMINATION

A.  Verify that systems are complete and operable before commencing work. Ensure the following
conditions:
1. Systems are started and operating in a safe and normal condition.

Temperature control systems are installed complete and operable.

Proper thermal overload protection is in place for electrical equipment.

Final filters are clean and in place. If required, install temporary media in addition to final filters.

Duct systems are clean of debris.

Fans are rotating correctly.

Fire and volume dampers are in place and open.

Air coil fins are cleaned and combed.

. Access doors are closed and duct end caps are in place.

0. Air outlets are installed and connected.

1. Duct system leakage is minimized.
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B.  Confirm the proper functions of all components as noted in the sequence of operations including, but
not limited to, interlocks, overrides, and damper positions & equipment operations based on occupied
and unoccupied modes of operation.

C. Beginning of work means acceptance of existing conditions.
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